
User information 
Flomax filter mask Model: RS29432 
Particulate respirators 

Designed to be compliant with multiple international standards 
(NIOSH N95 and CE EN149) 

Flomax Filter Mask is a new filter mask, designed to help provide reliable respiratory 
protection of at least 95% filtration efficiency against certain particles (0.3 microns), to 
filter dust, haze, pollutants, smoke, allergens and other harmful substances from the air you 
breathe. 

Flomax RS29432 is an respiratory protection, designed for industrial use where workers will 
be exposed to dust and haze particles and or non-volatiles liquid particles. 

The unique design of the pleated filter mask developed from air filter technology with high-
grade materials provides 

1. Easy Breathability.
2. Premium filter media provide low breathing resistance with high efficiency

performance
3. Lightweight and Form-Fitting for comfort
4. Soft material with a Snug Fit

Flomax RS29432 do not contain material made from natural rubber latex. 

Size S – Dimension:                                                               Size L – Dimension: 

Fitting Instruction 

Place mask over nose

and mouth. 

Pull elastic straps

over each ear.

Tighten the straps

until firmly in place.

Position the mask so that

the nose area is well sealed.

Place mask over nose Pull elastic straps

Tighten the straps

until firmly in place.

Position the mask so that

the nose area is well sealed.

Recommend for: Asian (Male and Female) 
and children aged 6 year old up. Recommend for: American and 

European (Male and Female).

Size M and Size C are coming soon in Q3 2020.



Fit check: 
Exhale sharply if the air leak, readjust by pull the mask down until well seal. If you can not 
achieve a proper fit, do not enter the hazard area. 

Storage: 
Flomax RS29432 have shelf life of 3 years from manufacture date (MFG). MFG marked on 
product (DD/MM/YY). The product should maintain its physical properties if stored under 
recommended conditions. We recommend the following storage conditions:  
1.The product should be store in clean and dry condition with the original packaging
provided
2.Do not store in direct sunlight. UV light can cause yellowing and a reduction in the
mechanical properties.
3. Preferable relative humidity limits are 20%-80%.
4. Temperature does affect the filtration characteristics. Preferable storage temperature are
+0OC to +40OC (+32OF to +104OF). Below 0°C (32°F), product will become slightly brittle
and lower the efficiency of the media depending on the amount and the time of exposure

Transportation: 
When transporting this product use original packaging provided. 

Warning: 
1.This mask must be worn at all times when you are exposed to harmful dusts and certain 
particles.
2.DO NOT use mask if soiled and/or damaged.
3.Mask is disposable; and should not be washed.
4.Select the appropriate size for optimal fit and maximum efficiency.
5.Beards, facial hair or anything else that prevent direct contact between the face and the 
edge of mask will reduce effectiveness.
6.DO NOT modify this mask and if any defect is found, do not use.
7.Replaced when necessary or breathing becomes difficulties.
8.Flomax filter mask do not protect against gases and vapors.

As part of our continuous product improvement, Flomax reserves the right to changes design and specifications without notice 
Version: Jan 2020




